


Plant Maintenance

Plant Maintenance applications aren't
pretty, but Pro Series pumps are tough
enough for even the most demanding
jobs.
- Stall-free air motor for on-demand
operation
- Performs well in high back-pressure
applications
+ Non-bonded backer diaphragm
enhances performance and service
life of primary PTFE diaphragm

Original Equipment

Pro Series can adapt to the varied
requirements of Original Equipment
Manufacturers.

- Materials of construction include
aluminum, polypropylene, stainfess
steel, cast iron and PVDF

- Multiple diaphragm options let you
maximize fluid compatibility

- Pro Series is energy efficient,
resulting in more gpm for less cfm

- Comprehensive selection of OEM-
ideal compact diaphragm pumps

Primary and Secondary
Production

Pro Series pumps cut their teeth in
numerous Primary and Secondary
production applications, with
advantages that have made them a
stalwart throughout industry.

- Air motor features a positive
0-ring seal, eliminating expensive
blow-by of compressed air

« Unbalanced air valve for reliable
stall-free operation

- Bolted construction replaces band
clamps that fatigue and then leak

Bulk Transfer

Pro Series pumps have the performance

to handle bulk transfer applications

- Excellent Flow: With flow rates up
to 237-gpm (897-Ipm), Pro Series
can complete bulk transfer jobs
quickly and efficiently

« Across the Line Performance: With
Pro Series, using PTFE diaphragms
doesn't mean production gets cut
in half

Compact series models 1/4"-3/4" ports

Model 1/4" 3/8" 1/2" 1/2" 3/4" 3/4"
Maximum Flow 53 106 14.4 12 14.8 13.6
GPM (LPM) (20 (40.1) (54.5) (45.4) (56) (51.5)
Maximum
Discharge 125 100 100 100 100 100
Pressure 8.6) (6.9) 6.9 (6.9) 6.9 6.9
PSI (BAR)

Maximum
Solids 1/16 1/16 3/32 3/32 3/32 3/32
Inches (mm) (1.6) (1.6) 4 4 4 4
Fluid Ports 3/4°(F) - In/Out 3/8" (F) - In/Out 1/2" (F) - In/Out 172" (F) - In/Out 3/4-14NPTF-1 3/4-14NPTF-2
Inlet/Outlet  1/4"(NPTF/BSP Hybrid) Ry 3/8 (3/8-19BSP, parallel) Rp 1/2 (1/2-14BSP) Rp1/2 (1/2-14BSP)  Rp3/4 (3/4-14 BSP, parallel) Rp 3/4 (3/4-14BSP, parallel)
(BSP Available) - In/Out
Materials of Polypropylene Polypropylene Polypropylene Aluminum Polypropylene Aluminum
Construction Groundable Acetal Groundable Acetal Groundable Acetal Stainless Steel
PVDF PVDF PVDF
Seat Material Acetal Acetal Acetal Aluminum Polypropylene Aluminum
PVDF PVDF PVDF Polypropylene Polypropylene
Polypropylene Polypropylene Polypropylene Stainless Steel
Stainless Steel Stainless Steel
Ball Material Santropene Santoprene Santoprene Santoprene Santoprene Santoprene
Hytrel Hytrel Hytrel Hytrel Hytrel Hytrel
Nitrile Stainless Steel Nitrile Nitrile PTFE PTFE
PTFE PTFE Stainless Steel Stainless Steel
EPR (flex check only) Viton PTFE PTFE
Viton (flex check only) Polyurethane Polyurethane
Neoprene (flex check only) Viton Viton
Diaphragm Material ~ Santoprene Santoprene Santoprene Santoprene Santoprene Santoprene
Hytrel Hytrel Hytrel Hytrel Hytrel Hytrel
Nitrile PTFE/Santoprene Nitrile Nitrile PTFE/Santoprene PTFE/Santoprene
PTFE Viton PTFE/Santoprene PTFE/Santoprene
Viton Viton
Polyurethane Polyurethane

Pro series models 1"-3" ports
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1" ANSI/DIN Flange
17 (F) Threaded
Rp 1 (1-11BSP)

Polypropylene
PVDF

316 Stainless Steel
Polypropylene
PVDF
Hard 440 Stainless Steel

Viton
PTFE
Polyurethane
316 Stainless Steel
Hytrel
Santoprene
Nitrile
Neoprene
EPR
Medical Grade Santoprene

Hytrel
Santoprene
Nitrile
Neoprene
EPR & Medical Crade Santoprene
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1-1/2" ANSI/DIN
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Polypropylene
PVDF

316 Stainless Steel
Polypropylene
PVDF
Hard 440 Stainless Steel

Viton
PTFE
Polyurethane
Hytrel
Santoprene
Nitrile
Neoprene
EPR

Viton
PTFE/Santoprene
Hytrel
Santoprene
Nitrile
Neoprene
EPR
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2" ANSI/DIN
Flange

Polypropylene
PVDF

316 Stainless Steel
Polypropylene
PVDF
440 Stainless Steel

Viton
PTFE
Polyurethane
Hytrel
Santoprene
Nitrile
Neoprene
EPR

Viton
PTFE/Santoprene
Hytrel
Santoprene
Nitrile
Neoprene
EPR
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Aluminum
Stainless Steel
Cast Iron

Aluminum
316 Stainless Steel
Polypropylene
PVDF
Carbon Steel
Hard 440 Stainless Steel

Viton
PTFE
Polyurethane
Stainless Steel
Hytrel
Santoprene
Nitrile
Neoprene
EPR
Acetal

Viton
PTFE/Santoprene
Hytrel
Santoprene
Nitrile
Neoprene

EPR
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1-1/2"(F) - In/Out

Rp 1-1/2 (1-1/2-11BSP)

Aluminum
Stainless Steel
Cast Iron

Aluminum
316 Stainless Steel
Polypropylene
PVDF
Carbon Steel
440 Stainless Steel

Viton
PTFE
Polyurethane
Stainless Steel
Hytrel
Santoprene
Nitrile
Neoprene
EPR
Acetal

Viton
PTFE/Santoprene
Hytrel
Santoprene
Nitrile
Neoprene

EPR
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2"(F) - In/Out
Rp 2 (2-11BSP)

Aluminum
Stainless Steel
Cast Iron

Aluminum
Hytrel
Santoprene
316 Stainless Steel
PVDF
Carbon Steel
Hard 440 Stainless Steel
Nitrile
PTFE
Hytrel
Santoprene
Nitrile
316 Stainless Steel

PTFE/Santoprene
Hytrel
Santoprene
Nitrile
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3"(F) - In/Out
Rp 3 (3-11BSP)

Aluminum
Stainless Steel
Cast Iron

Aluminum
Hytrel
Santoprene
316 Stainless Steel
PVDF
Carbon Steel
Hard 440 Stainless Steel
Nitrile
PTFE
Hytrel
Santoprene
Nitrile

PTFE/Santoprene
Hytrel
Santoprene
Nitrile






